413.4.01

413.4.01 Limits
General Provisions 101 through 150.

413.5 Payment

The accepted volume of bituminous material will be paid for at the Contract Unit Price per gallon (liter) for bituminous tack
coat of the type and grade approved by the Engineer, complete in place. Payment is full compensation for preparing,
cleaning, furnishing, hauling, applying material, and providing incidentals to complete the work.

Payment will be made under:

Item No. 413 Bituminous tack coat Per gallon (liter)

Item No. 413 Diluted emulsified asphalt tack coat Per gallon (liter)

413.5.01 Adjustments
General Provisions 101 through 150.

Section 414—Hot Asphalt—Rubber Seal Treatment for Stress

Relieving Interlayer

414.1 General Description
Specifications for this work will be included elsewhere in the Contract.

Section 424—Bituminous Surface Treatment

424.1 General Description

This work includes placing one or more applications of bituminous material and aggregate on a previously prepared base or
pavement.

424.1.01 Definitions

e Single Surface Treatment: One application of bituminous material that is covered with aggregate.

e Double Surface Treatment: A bituminous material application that is covered with aggregate of the size specified
in the proposal followed by a second bituminous material application that is covered with a second specified size
aggregate.

e  Triple Surface Treatment: A bituminous material application that is covered with a specified size aggregate
followed by subsequent applications of bituminous material that are covered with successively smaller size nominal
aggregates.

424.1.02 Related References
A. Standard Specifications

Section 105—Control of Work

Section 800—Coarse Aggregate

Section 820—Asphalt Cement

Section 824—Cationic Asphalt Emulsion
B. Referenced Documents

QPL 65

424.1.03 Submittals
General Provisions 101 through 150.
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